NOTES: 1. All dimensions are in millimetres.

2. The key shall be capable of releasing without damage
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Containing wall
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375 x 300 top 6mm clear
float glass plate

Taped joint
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Al
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475 x 400 bottom 6mm
clear float glass plate

4 No 12mm dia. bolts, nuts
washers and sleeves.

NOTES:

1. This apparatus is to be used for the test described in
Clause 2601.4(jii).

2. Dimension A is 10mm for grouts appropriate to plinth
height 10-25mm and 20mm for grouts appropriate to
plinth height 20—50mm.

3. Grout is to be mixed and poured using the
Contractor’s proposed site method until it reaches the
underside of the top plate and has risen up the
containing walls to a depth of at least 10mm.

4. Plates are to be horizontal during pouring and curing,
and are not to be moved once pouring has commenced
until dismantling.

5. All dimensions are in mm.

Dimension A (see note 3)
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APPARATUS FOR LOW TEMPERATURE IMPACT TEST
ON FLAT TRAFFIC DELINEATOR

Second test position
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Reference surface

MOVEMENT OF FLAT TRAFFIC DELINEATOR IN
BENDING TEST

Amplitude
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MOVEMENT OF FLAT TRAFFIC DELINEATOR IN FATIGUE TEST

HIGHWAY CONSTRUCTION DETAILS

MISCELLANEOUS

DEC 91

Issue

Date

FLAT TRAFFIC DELINEATOR TEST
DETAILS

Drawing No.

K3




I [ _TSURFACE COURSE
75mm

75mm

75mm _/'Iz_/_\I

ALy /

BITUMINOUS

EXISTING REINFORCEMENT

300mm

NEW REINFORCEMENT

SURFACE COURSE TO CLAUSE.
BASE AND BASE TO CLAUSE.......
SUB—BASE SUB—BASE TO CLAUSE........
CAPPING CAPPING TO CLAUSE.......
TRENCH TRENCH BACKFILL OF CLASS..
_1SURFACE COURSE TO CLAUSE......

UNREINFORCED CONCRETE SLAB

CRCR STRENGTH CLASS €32/40 TO
CLAUSES 1001 AND 1008

SUB—BASE TO CLAUSE......

TRENCH BACKFILL OF CLASS........ MATERIAL

DOWELS INSERTED TO CLAUSE 1011

CONCRETE SLAB STRENGTH CLASS C32/40
TO CLAUSE 1001

SUB—BASE TO CLAUSE......

TRENCH BACKFILL OF CLASS........ MATERIAL

....... MATERIAL

HIGHWAY CONSTRUCTION DETAILS

MISCELLANEOUS

T TYPICAL TRENCH REINSTATEMENT DETAILS

Cc

B MAY 02

A DEC 91
Issue Date

PAVEMENTS

FOR BITUMINOUS AND CONCRETE

Drawing No.

K4




Tree canopy

Wooden triangle

Root ball

Fixing nails

Cable eye

3 dia. galvanised cables

Anchors

Adjustable ratchet

tensioner

50 dia. watering and aeration
pipe with T piece and cap
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SECTION THROUGH PLANTING PIT

NOTES
1. Dimensions of planting pit varies.

2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE STATED.
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